
INTORQ BFK457
Spring-applied brake – 100% reliability
Compact and easily fitted

KENDRION SOLUTIONS



Our brakes – perfect for 
your safe application

KENDRION Industrial Brakes – stands for smart innovation and excellent 
service, which we consistently apply for the benefit of our customers:

Strong know-how 
Our specialists develop the leading-edge permanent magnet and spring-
applied brakes. With INTORQ as a new member of KENDRION, we have once 
again consistently expanded our range of spring-applied brakes and clutches 
for you. This way, we can find the right solution for any of your requirements.

Complete product portfolio 
Electromagnetic brakes and clutches as well as perfectly matched 
accessories: with us you will find an exceptionally large selection of 
quickly available off-the-shelf products that can be put together in a 
modular system and the best expertise for customer-specific solutions.

Dynamic innovative power 
More than 50 specialists working in agile teams in our 
research and development worldwide are creating 
convincing product solutions for tomorrow.

Excellent market knowledge 
We are very familiar with our focus markets – thanks to extensive 
experience and research, but also thanks to long-term customer 
relationships built on partnership and eye-to-eye cooperation.

International power
Committed and competent employees, production sites in Germany, 
United States, India and China as well as a large number of certified 
sales partners all over the world make us a strong partner for you!
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Hoists

Conveyors

Automation engineering

The INTORQ BFK457
On the point 

 – Fail-Safe spring applied-brake

 – Operating brake and holding brake  

with emergency stop function

 – Easy mounting due to integrated fixing screws

 – Project solutions quickly implementable

 – CSA-certified

Suitable for the use of:

Industrial trucks

Our brakes – perfect for 
your safe application
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Often, the brake is only required to perform its basic function. The BFK457 
is ideal for these situations. The speed of fitting with integral fixing screws 
and fixed air gap make this spring-applied brake even more attractive.

The standard INTORQ BFK457 is offered with few additional options. The 
design as a turned part facilitates specific adaptations to achieve project solu-
tions. You can rely on tried-and-tested components of the Intorq modular sys-
tem for friction systems to meet the high quality standards.

The INTORQ BFK457, labeled with the CE mark and CSA certified, is  suitable 
for all markets worldwide. As with the BFK458, BFK470, and BFK557 series, 
the bolt circle, the available hub diameters, and the number of mounting 
screws are always identical so that interchangeability between the individual 
series is ensured.

The compact brake unit, with a fixed air gap, allows for a simple and cost- 
effective installation. Moreover, there are no maintenance costs when used as 
a holding brake. For optimal control of the brakes, Kendrion offers the corres-
ponding rectifiers depending on the requirements. Contact us!

Reliable spring-applied brake –  
compact & easily fitted
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 – Compact one-piece design

 – Fast and easy installation

 – No adjustments

 – Design-in platform for customized solutions

Technical
highlights

The first choice for projects:  
The right brake, customized  
to your specific  
application 

Reliable spring-applied brake –  
compact & easily fitted
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Technical data

Design types Compact, basic, double brake

Standard rated voltages 24 V, 205 V

Protection class IP00 – IP55

Thermal class F (155°C)

Ambient temperature -20°C to 40°C

Rated torques 4 to 125 Nm

Duty time 100% ED

Nominal backlash 1°

Options Friction plate, flange, hand release, 
seal ring, customizations

Note Please read the general information 
on data sheets and the corresponding 
operating instructions. Design subject 
to change without notice.

Brake 
size

Rated torques for 
operating brakes  
@ 100 [min-1]

Rated torques for 
holding brakes 1)  
@ 100 [min-1]

Maximum speed 
nmax [min-1]

Shifting work for 
single shift  
Wmax [J]

Number of 
emergency stops 
Zges [-]

Friction work up to 
maintenance for operating 
brakes with WR coating QBW 
[MJ]

06 4 6 6000 3000 500 35

08 8 12 5000 7500 500 65

10 16 23 4000 12000 500 105

12 32 46 3600 24000 500 210

14 60 95 3600 30000 500 230

16 80 125 3600 36000 500 400

1) The use of holding brakes as operating brakes is possible but requires the use of over-excitation.

You will find the  
right design for your  
application in our  
product finder! 
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Dimensions

Brake 
size

b dJ7 1) 
spec.

dH7 2) 
standard

d1 d2 d3 d4 d5 d6 d7 d11 da di

06 90 10 11/12/14/15 3xM4 72 84 31 31 84 M4x30 8 60 40

08 108 10 11/12/14/15/20 3xM5 90 102 42 41.5 102 M5x35 8 76.5 56.1

10 137 10 15/20 3xM6 112 130 44 44 130 M5x40 10 95 66.1

12 157 14 20/25 3XM6 132 150 52 52 150 M5x45 10 115 70.1

14 174 14 20/25/30 3XM8 145 165 55 60 165 M6x55 12 124 80.1

16 203 15 25/30/35/38 3) 3xM8 170 190 70 70 190 M6x60 12 149 104.1

1) Pilot bored without keyway
2)  Standard keyway in accordance with DIN 6885/1-P9
3)  Ø 38 mm, keyway in accordance with DIN 6885/3-P9

Größe MK MKmax P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d3 d4 d5 d6 d7 d11 da di h h1 h2 h3 h4 h5 h6 h7 l l1 l2 3) SLN ±0,1 SLmax bei MK SLmax bei MKmax a a a a  β β β β m

06 4 6 20 90 10 11 / 12 / 14 / 15 3xM4 72 84 31 31 84 M4x30 8 60 40 41,3 45,3 7 6 15,8 107 49 49,7 18 400 6 0,2 0,6 0,4 25° 10° 1,1
08 8 12 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 102 42 41,5 102 M5x35 8 77 57 49,8 54,8 8,5 7 16,3 118 59 57,1 20 400 9 0,2 0,6 0,45 25° 10° 1,9
10 16 23 30 137 10 15 / 20 3xM6 112 130 44 44 130 M5x40 10 95 66 56,4 61,5 10 8 27,4 142 74 65,2 20 400 12 0,3 0,7 0,5 25° 10° 3,8
12 32 46 40 157 14 20 / 25 3xM6 132 150 52 52 150 M5x45 10 115 70 62,4 67,4 10 8 29,4 162 84 71,2 25 400 12 0,3 0,8 0,5 25° 10° 5,7
14 60 95 50 174 14 20 / 25 / 30 3xM8 145 165 55 60 165 M6x55 12 124 80 77,3 83,3 13 11 33 201 94 89 30 400 14 0,3 0,8 0,5 25° 10° 8,6
16 80 125 55 203 15 25 / 30 / 35 / 38 3xM8 170 190 70 70 190 M6x60 12 149 104 83,5 89,5 13,3 11 37,5 250 108 99,9 30 600 14 0,3 0,9 0,6 25° 10° 12

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
   - Baugröße 06-12: 24 V , 205 V
   - Baugröße 14-16: 24 V , 42V  , 205 V
• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
   Achtung: Bremsmoment ist drehzahlabhängig
• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
   in Abhängigkeit der gewählten Anschlussspannung möglich
• Alle Maße in mm
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BFK457 - Compact BFK457 - Compact mit Handlüftung

12
0°

3x

ββββ

Cheese head screw for emergency 
manual release only, not to be used 
for normal braking operation 
(cheese head screw according to 
DIN EN ISO 4762;  see d7)

Größe MK MKmax P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d3 d4 d5 d6 d7 d11 da di h h1 h2 h3 h4 h5 h6 h7 l l1 l2 3) SLN ±0,1 SLmax bei MK SLmax bei MKmax a a a a  β β β β m

06 4 6 20 90 10 11 / 12 / 14 / 15 3xM4 72 84 31 31 84 M4x30 8 60 40 41,3 45,3 7 6 15,8 107 49 49,7 18 400 6 0,2 0,6 0,4 25° 10° 1,1
08 8 12 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 102 42 41,5 102 M5x35 8 77 57 49,8 54,8 8,5 7 16,3 118 59 57,1 20 400 9 0,2 0,6 0,45 25° 10° 1,9
10 16 23 30 137 10 15 / 20 3xM6 112 130 44 44 130 M5x40 10 95 66 56,4 61,5 10 8 27,4 142 74 65,2 20 400 12 0,3 0,7 0,5 25° 10° 3,8
12 32 46 40 157 14 20 / 25 3xM6 132 150 52 52 150 M5x45 10 115 70 62,4 67,4 10 8 29,4 162 84 71,2 25 400 12 0,3 0,8 0,5 25° 10° 5,7
14 60 95 50 174 14 20 / 25 / 30 3xM8 145 165 55 60 165 M6x55 12 124 80 77,3 83,3 13 11 33 201 94 89 30 400 14 0,3 0,8 0,5 25° 10° 8,6
16 80 125 55 203 15 25 / 30 / 35 / 38 3xM8 170 190 70 70 190 M6x60 12 149 104 83,5 89,5 13,3 11 37,5 250 108 99,9 30 600 14 0,3 0,9 0,6 25° 10° 12

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
   - Baugröße 06-12: 24 V , 205 V
   - Baugröße 14-16: 24 V , 42V  , 205 V
• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
   Achtung: Bremsmoment ist drehzahlabhängig
• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
   in Abhängigkeit der gewählten Anschlussspannung möglich
• Alle Maße in mm

50
20

10
30

40
m

m
0

Sc
hu

tz
ve

rm
er

k 
IS

O
 1

60
16

be
ac

ht
en

. C
op

yr
ig

ht
 re

se
rv

ed
.

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

Ind./ Anz./
ind. quan.

Änder-Nr./
revision no.

Datum/
date

Name/
name

Datum/date Name/name

Bea/drn

Gepr/chkd

Norm/appr

Datei/file

Benennung/name of drawing

Zeichnungsnummer/drawing no.

Ersatz fuer/back-up for

Blatt/sheetCAD

M14.0282_BFK457-16_Compakt.iam
i

Strate
Logermann

13.02.2013
13.02.2013 Maßblatt Federkraftbremse

BFK457-06 bis 16 - Compakt und Basic

M14.0282
Zeichnung gleicher Nr. vom 16.02.2000

1
4

6 - xxxxxx 13.02.2013 STR

d1

l2

h2

h3
SLN 

h

d5 d6d4

α

ldida

h1

l1

d2d3

b

d11

h6
h5

h4

h7

d

BFK457 - Compact BFK457 - Compact mit Handlüftung
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ββββ

 08 8 

 14 60 

sLN

Compact design
fully assembled with rotor and flange
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Dimensions

Brake 
size

h h1 h2 h3 h4 h5 h6 h7 l l1 l2 4) sLN α β m [kg]

06 41.3 45.3 7 6 15.8 107 49 49.7 18 400 6 0.2 25˚ 10˚ 1.1

08 49.8 54.8 8.5 7 16.3 118 59 57.1 20 400 9 0.2 25˚ 10˚ 1.9

10 56.4 61.5 10 8 27.4 142 74 65.2 20 400 12 0.3 25˚ 10˚ 3.8

12 62.4 67.4 10 8 29.4 162 84 71.2 25 400 12 0.3 25˚ 10˚ 5.7

14 77.3 83.3 13 11 33 201 94 89 30 400 14 0.3 25˚ 10˚ 8.6

16 83.5 89.5 13.3 11 37.5 250 108 99.9 30 600 14 0.3 25˚ 10˚ 12

7

Größe MK MKmax P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d3 d4 d5 d6 d7 d11 da di h h1 h2 h3 h4 h5 h6 h7 l l1 l2 3) SLN ±0,1 SLmax bei MK SLmax bei MKmax a a a a  β β β β m

06 4 6 20 90 10 11 / 12 / 14 / 15 3xM4 72 84 31 31 84 M4x30 8 60 40 41,3 45,3 7 6 15,8 107 49 49,7 18 400 6 0,2 0,6 0,4 25° 10° 1,1
08 8 12 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 102 42 41,5 102 M5x35 8 77 57 49,8 54,8 8,5 7 16,3 118 59 57,1 20 400 9 0,2 0,6 0,45 25° 10° 1,9
10 16 23 30 137 10 15 / 20 3xM6 112 130 44 44 130 M5x40 10 95 66 56,4 61,5 10 8 27,4 142 74 65,2 20 400 12 0,3 0,7 0,5 25° 10° 3,8
12 32 46 40 157 14 20 / 25 3xM6 132 150 52 52 150 M5x45 10 115 70 62,4 67,4 10 8 29,4 162 84 71,2 25 400 12 0,3 0,8 0,5 25° 10° 5,7
14 60 95 50 174 14 20 / 25 / 30 3xM8 145 165 55 60 165 M6x55 12 124 80 77,3 83,3 13 11 33 201 94 89 30 400 14 0,3 0,8 0,5 25° 10° 8,6
16 80 125 55 203 15 25 / 30 / 35 / 38 3xM8 170 190 70 70 190 M6x60 12 149 104 83,5 89,5 13,3 11 37,5 250 108 99,9 30 600 14 0,3 0,9 0,6 25° 10° 12

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
   - Baugröße 06-12: 24 V , 205 V
   - Baugröße 14-16: 24 V , 42V  , 205 V
• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
   Achtung: Bremsmoment ist drehzahlabhängig
• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
   in Abhängigkeit der gewählten Anschlussspannung möglich
• Alle Maße in mm
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BFK457 - Compact BFK457 - Compact mit Handlüftung
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Größe MK MKmax P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d3 d4 d5 d6 d7 d11 da di h h1 h2 h3 h4 h5 h6 h7 l l1 l2 3) SLN ±0,1 SLmax bei MK SLmax bei MKmax a a a a  β β β β m

06 4 6 20 90 10 11 / 12 / 14 / 15 3xM4 72 84 31 31 84 M4x30 8 60 40 41,3 45,3 7 6 15,8 107 49 49,7 18 400 6 0,2 0,6 0,4 25° 10° 1,1
08 8 12 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 102 42 41,5 102 M5x35 8 77 57 49,8 54,8 8,5 7 16,3 118 59 57,1 20 400 9 0,2 0,6 0,45 25° 10° 1,9
10 16 23 30 137 10 15 / 20 3xM6 112 130 44 44 130 M5x40 10 95 66 56,4 61,5 10 8 27,4 142 74 65,2 20 400 12 0,3 0,7 0,5 25° 10° 3,8
12 32 46 40 157 14 20 / 25 3xM6 132 150 52 52 150 M5x45 10 115 70 62,4 67,4 10 8 29,4 162 84 71,2 25 400 12 0,3 0,8 0,5 25° 10° 5,7
14 60 95 50 174 14 20 / 25 / 30 3xM8 145 165 55 60 165 M6x55 12 124 80 77,3 83,3 13 11 33 201 94 89 30 400 14 0,3 0,8 0,5 25° 10° 8,6
16 80 125 55 203 15 25 / 30 / 35 / 38 3xM8 170 190 70 70 190 M6x60 12 149 104 83,5 89,5 13,3 11 37,5 250 108 99,9 30 600 14 0,3 0,9 0,6 25° 10° 12

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
   - Baugröße 06-12: 24 V , 205 V
   - Baugröße 14-16: 24 V , 42V  , 205 V
• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
   Achtung: Bremsmoment ist drehzahlabhängig
• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
   in Abhängigkeit der gewählten Anschlussspannung möglich
• Alle Maße in mm

50
20

10
30

40
m

m
0

Sc
hu

tz
ve

rm
er

k 
IS

O
 1

60
16

be
ac

ht
en

. C
op

yr
ig

ht
 re

se
rv

ed
.

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

Ind./ Anz./
ind. quan.

Änder-Nr./
revision no.

Datum/
date

Name/
name

Datum/date Name/name

Bea/drn

Gepr/chkd

Norm/appr

Datei/file

Benennung/name of drawing

Zeichnungsnummer/drawing no.

Ersatz fuer/back-up for

Blatt/sheetCAD

M14.0282_BFK457-16_Compakt.iam
i

Strate
Logermann

13.02.2013
13.02.2013 Maßblatt Federkraftbremse

BFK457-06 bis 16 - Compakt und Basic

M14.0282
Zeichnung gleicher Nr. vom 16.02.2000

1
4

6 - xxxxxx 13.02.2013 STR

d1

l2

h2

h3
SLN

h

d5 d6d4

α

ldida

h1

l1

d2d3

b

d11

h6
h5

h4

h7

d

BFK457 - Compact BFK457 - Compact mit Handlüftung
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Compact design
with hand release

4) Please contact the manufacturer if a different mounting surface made 
 from steel is used.
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1) Pilot bored without keyway
2)  Standard keyway in accordance with DIN 6885/1-P9
3)  Ø 38 mm, keyway in accordance with DIN 6885/3-P9
4) Please contact the manufacturer if a different mounting surface made 
 from steel is used.

Low-noise design < 50 dbA

Größe MK P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d5 d6 d11 da di h h1 h2 h5 h6 h8 h9 l l1 l2 3) SLN ±0,1 SLmax bei MK a a a a m

06 2x4 20 90 10 11 / 12 / 14 / 15 3xM4 72 31 84 8 60 40 35,3 75,5 1 109 54 13 44 18 400 6 0,2 0,5 25° 1,9
08 2x8 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 41,5 102 8 77 57 42,8 90,5 1,5 121,7 62 12,7 63,3 20 400 9 0,2 0,5 25° 3,2
10 2x16 30 137 10 15 / 20 3xM6 112 44 130 10 95 66 48,4 102,9 2 147 84 16 70 20 400 11 0,3 0,5 25° 6,4
12 2x32 40 157 14 20 / 25 3xM6 132 52 150 10 115 70 54,4 60,4 2 166 93 18,3 78,4 25 400 11 0,3 0,75 25° 9,8
14 2x60 50 174 14 20 / 25 / 30 3xM8 145 60 165 12 124 80 66,3 74,3 2 186 106 22 91,5 30 400 14 0,3 0,75 25° 14,8
16 2x80 55 203 15 25 / 30 / 35 / 38 3xM8 170 70 190 12 149 104 72,5 80,5 2,25 230 120,5 24,5 100 30 600 14 0,3 0,75 25° 21

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
- Baugröße 06-12: 24 V , 205 V
- Baugröße 14-16: 24 V , 42V , 205 V

• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
Achtung: Bremsmoment ist drehzahlabhängig

• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
in Abhängigkeit der gewählten Anschlussspannung möglich

• Alle Maße in mm
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Größe MK P20° b d J7 vorg. 1) d H7 Standard 2) d1 d2 d5 d6 d11 da di h h1 h2 h5 h6 h8 h9 l l1 l2 3) SLN ±0,1 SLmax bei MK a a a a m

06 2x4 20 90 10 11 / 12 / 14 / 15 3xM4 72 31 84 8 60 40 35,3 75,5 1 109 54 13 44 18 400 6 0,2 0,5 25° 1,9
08 2x8 25 108 10 11 / 12 / 14 / 15 / 20 3xM5 90 41,5 102 8 77 57 42,8 90,5 1,5 121,7 62 12,7 63,3 20 400 9 0,2 0,5 25° 3,2
10 2x16 30 137 10 15 / 20 3xM6 112 44 130 10 95 66 48,4 102,9 2 147 84 16 70 20 400 11 0,3 0,5 25° 6,4
12 2x32 40 157 14 20 / 25 3xM6 132 52 150 10 115 70 54,4 60,4 2 166 93 18,3 78,4 25 400 11 0,3 0,75 25° 9,8
14 2x60 50 174 14 20 / 25 / 30 3xM8 145 60 165 12 124 80 66,3 74,3 2 186 106 22 91,5 30 400 14 0,3 0,75 25° 14,8
16 2x80 55 203 15 25 / 30 / 35 / 38 3xM8 170 70 190 12 149 104 72,5 80,5 2,25 230 120,5 24,5 100 30 600 14 0,3 0,75 25° 21

• 1) vorgebohrt ohne Nut
• 2) Standardpassfedernut nach DIN 6885/1-P9
• 3) Bei abweichender Anschraubfläche aus Stahl ist Rücksprache mit Hersteller erforderlich

• Standardspannungen bei :
- Baugröße 06-12: 24 V , 205 V
- Baugröße 14-16: 24 V , 42V , 205 V

• MK: Kennmoment der Bremse in Nm , bezogen auf ∆n = 100 r/min
Achtung: Bremsmoment ist drehzahlabhängig

• P20°: Leistung der Spule bei 20°C in Watt, Abweichnung bis zu ±10%
in Abhängigkeit der gewählten Anschlussspannung möglich

• Alle Maße in mm
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Doppelbremse BG 06 - 16

M14.0299 2
2

h5

b

d11

α

h2 h2

l2

d5 d6dida dd2 l l

l1

SLN SLN

h
h3
h1

h8 h9

h6

120°
3x

sLN sLN

Brake 
size

b dJ7 1) 
spec.

dH7 2) 
standard

d1 d2 d5 d6 d11 da di h h1

06 90 10 11/12/14/15 3xM4 72 31 84 8 60 40 35.3 75.5

08 108 10 11/12/14/15/20 3xM5 90 41.5 102 8 77 57 42.8 90.5

10 137 10 15/20 3xM6 112 44 130 10 95 66 48.4 102.9

12 157 14 20/25 3XM6 132 52 150 10 115 70 54.4 114.7

14 174 14 20/25/30 3XM8 145 60 165 12 124 80 66.3 140.5

16 203 15 25/30/35/38 3) 3xM8 170 70 190 12 149 104 72.5 153.1

Dimensions Double spring-applied brake

Brake 
size

h2 h3 h5 h6 h8 h9 l l1 l2 4) sLN α m [kg]

06 1 70.6 109 54 13 44 18 400 6 0.2 25˚ 1.9

08 1.5 85.6 121.7 62 12.7 63.3 20 400 9 0.2 25˚ 3.2

10 2 96.8 147 84 16 70 20 400 11 0.3 25˚ 6.4

12 2 108.8 166 93 18.3 78.4 25 400 11 0.3 25˚ 9.8

14 2 132.6 186 106 22 91.5 30 400 14 0.3 25˚ 14.8

16 2.25 145 230 120.5 24.5 100 30 600 14 0.3 25˚ 21.0
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BFK457 _ _–

 � Operating brake – Low rated torque
 � Holding brake – Maximum rated torque

Design

Version

Brake size

Voltage

Rotor

Designs

Options

Hub 

Hand release

Counter friction face

Sealing

 � 06  � 08  � 12  � 16

 � 24 V  � 205 V

 � Standard Aluminium

 � For bore diameter, see dimensions

 � Mounted (customer-specific available)

 � Friction plate  � Flange

 � Seal (customer-specific available)

 � 14 � 10

Other voltages  
customer-specific available

Other rotors 
customer-specific available

 � Basic  � Compact  � Double brake

 � 42 V (ab BG14)

Basic

Compact

Double brake

Product overview 

For an overview of the many standard options available, we offer you a 
choice of combinations. All features are available at short notice and have 
been extensively tested. 
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Automation solutions have become
an indispensable part of industry 
and everyday life. In this context, 
it is often the brakes that ensure 
safety: They hold loads and brake 
reliably in an emergency.

Just as automation continues to 
evolve, brakes must also face higher 
demands – forward-looking  products 
are in demand. At the same time, 
quality and safety must be uncondi-
tionally guaranteed. This is a chal-
lenge that Kendrion Industrial Brakes 
meets with passion and care.

Customized solutions – 
tailored exactly to your needs

When it comes to developing customer-specific solutions,
we have three aces up our sleeves:

 – With our new agile organization, we respond much 
faster to customer requests.

 – Our modularly developed products enable new 
 configurations without complete redevelopment. 

 – The global structure of our organization bundles 
 competencies and ensures valuable knowledge transfer.

This makes us a competent and reliable partner for our 
customers – starting with industry-savvy consulting, 
through product development with practical experience, to 
uncompromising quality assurance.

We will find the  
solution that suits  
you best!
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